
Fabric

Check if the colour is 
matching

Test if it is FIRE 
RETARDANT

If it is UKFR, the flame will stop 
after few second 

Factory need to send 4 pcs of A4 
size fabric sample to malaysia
QA approved & signed  fabric 
sample send IVAN.
QA approved & signed fabric 
sample to send to factory. so 
factory can take a comparison 
photo on every roll and make it to 
report to us
Factory send 1 A4 size paper to 
ivan to check the colour of the 
fabric. Factory to signed and date 
of  manufactured
upon receive the fabric from 
factory, ivan need to write the 
date and keep it for future 
reference. 

Weight of fabric Compare the A4 master fabric 
and the fabric sent by factory. 

IVAN will send a 
approved inspection 
form to operation so 
that all shipment can 

release

PVC EDGING

Check if the colour is 
matching

Factory need to send 4 pcs of 
600mm x300 mm PVC sample to 
malaysia
QA approved & signed  600 x 
300mm sample send IVAN.
QA approved & signed fabric 
sample to send to factory. so 
factory can take a comparison 
photo on 3 rolls and make it to 
report to us
Factory send 600x300mm edging 
to ivan to check the colour.
Factory to signed and date of  
manufactured
upon receive the fabric from 
factory, ivan need to write the 
date and keep it for future 
reference. 

Checck the thickness 
of the edging

Compare the  master PVC 
SAMPLE and the sample sent by 
factory

IVAN will send a 
approved inspection 
form to operation so 
that all shipment can 

release

PU PAPER / HIGH 
GLOSS PVC

Check if the colour is 
matching

Factory need to send 4 pcs of 
1000x1200mm size sample to 
malaysia
QA approved & signed  
1000x1200 mm sample send 
IVAN.
QA approved & signed fabric 
sample to send to factory. so 
factory can take a comparison 
photo on 3 rolls and make it to 
report to us
Factory send 1000x1200 mm 
edging to ivan to check the 
colour.
Factory to signed and date of  
manufactured
upon receive the fabric from 
factory, ivan need to write the 
date and keep it for future 
reference. 

Checck the thickness 
of the paper / pvc

Compare the  master 
sample and the sample sent 
by factory

IVAN will send a 
approved inspection 
form to operation so 
that all shipment can 

release

Text

Check the coating of 
the paper

Use correct tape and correct 
method. It should stand 7 
times of tearing
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